VERTICAL
REINFORCING
AS SPECIFIED
BY ENGINEER.

GYPSUM

WALLBOARD ﬂ

CONCRETE
BLOCK

GROUT

LINTEL
REINFORCING
AS REQUIRED

CAVCLEAR MASONRY MAT OR

/////ﬁCAVCLEAR INSULATION SYSTEM
INSTALLED FULL—HEIGHT BEHIND
ALL MASONRY.

— FACE BRICK

—— BOARD INSULATION OR CAVCLEAR INSULATION SYSTEM.

SELF—=SEALING FLEXIBLE MEMBRANE FLASHING
/COMPAT\BLE WITH AIR/VAPOR

BARRIER, ADHERED TO PRIMED

SUBSTRATE AND OVER STEEL

FLASHING (IF USED).

UPTURNED MEMBRANE BEYOND
/ JAMB TO FORM END DAM

| ——OPEN HEAD JOINT WITH

CAVCLEAR WEEP VENT.

SEALANT AND
COMPRESSIBLE

FOAM BACKER ROD

ALL AROUND THE FRAME

ALUMINUM
WINDOW ASSEMBLY

707

oy
T o) |

CONTINUOUS SEALANT AND

BACKER ROD CONTINUOUS AT
ALUMINUM  WINDOW SYSTEM.

GALVANIZED STEEL—ANGLE LINTEL
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WINDOW HEAD DETAIL (ALUMINUM)




