CONTINUOUS WEATHER
SEAL BY WINDOW SUPPLIER

CONTINUOUS
SEALANT & COMPRESSIBLE
FOAM BACKER ROD ALL SIDES

FILL CONCRETE BLOCK

PRESSURE—TREATED WOOD BLOCKING,
AS REQUIRED TO SUPPORT WINDOW

SYSTEM; SECURE TO CMU WITH

MASONRY ANCHORS.

ALUMINUM WINDOW SYSTEM

CORE SOLID WITH GROUT

GYPSUM WALLBOARD

CONCRETE BLOCK

VERTICAL REINFORCING
PER ENGINEER

HORIZONTAL REINFORCING

AS SPECIFIED BY ENGINEER

=

ALUMINUM SILL BY WINDOW SUPPLIER

SELF—=SEALING MEMBRANE FLASHING OVER

BRICK ACROSS JOINT BETWEEN
BRICK AND ALUMINUM: EXTEND
(6") EACH SIDE OF JOINT

INSULATION RETAINER

KA KX

ADJUSTABLE MASONRY ANCHORS
CAVCLEAR MASONRY MAT OR

CAVCLEAR INSULATION SYSTEM

INSTALLED FULL—HEIGHT BEHIND
ALL MASONRY.

/FACE BRICK

BOARD INSULATION OR CAVCLEAR
/\NSULAT\ON SYSTEM.

WINDOW SILL DETAIL (ALUMINUM)




