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SEALANT AND COMPRESSIBLE
FOAM BACKER ROD ALL SIDESH

4
m%hé
ULOQC
—HoxY

CK_PLACED
F SEALANT
O WALL ——

FILL CONCRETE BLOCK
CORE SOLID WITH
GROUT

GYPSUM WALLBOARD
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AS SPECIFIED BY ENGINEER—
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WINDOW SILL DETAIL (WOOD)

PRESSURE—TREATED WOOD BLOCKING
AS REQUIRED TO SUPPORT WINDOW

WINDOW SYSTEM
SEALANT

AT HEAD JOINTS ENGAGE ANCHOR
IN SILL; CONNECT TO BACKING

SHEET FLASHING FROM FRONT
EDGE OF MASONRY UP BEHIND SILL

FLASHING  TERMINATION (DAM)
AT END OF SILL

PRECAST CONCRETE SILL UNITS.
STONE OR BRICK ALTERNATE
ANCHORS AS REQUIRED BY SUPPLIER
AND/OR ENGINEER.

HORIZONTAL REINFORCING WITH ADJUSTABLE
MASNORY ANCHORS.

CAVCLEAR MASONRY MAT OR
CAVCLEAR [INSULATION SYSTEM

INSTALLED FULL—HEIGHT BEHIND
ALL MASONRY.

FACE BRICK

BOARD INSULATION OR CAVCLEAR
INSULATION SYSTEM



